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DL4500-MEDH+/DH-485 Hardware Setup

The DL4500-MEDH+/MEDH-485 (now referred to as DL4500) hardware platform was
designed to be a gateway, which interfaces your Modbus TCP/IP to A-B’s Data Highway
Plus (DH+) or DH-485 network. It comes in a DC powered Din-Rail Mountable compact
cabinet for ease of portability and installation. The DL4500 combines the Lantronix
Ethernet Microprocessor with our proven A-B DH+ or DH-485 interface.

This quick start is to help you get started with your DL4500, for more in-depth
configuration please refer to the DL4500 User Manual.

Install the Lantronix software (Devicelnstaller)
1. Insert the Equustek Installation product CD into your CD-ROM drive.
e Select DL4500 Software from the menu

e Select Install Lantronix Devicelnstaller from the menu
2. If Menu fails to Load

e C(Click the Start button on the Task Bar and select Run.
e Enter your CD drive letter, colon, backslash, cd-start.exe
o (E.g., E:\cd-start.exe)
3. To Download from the web
e Devicelnstaller - (ftp:/ftp.lantronix.com/pub/Devicelnstaller/)

Note: A reboot of your PC may or may not be required at this time Follow Prompts.

Install the DL32 V3.X Configuration Software (DL32V3)
1. Select DL Product Configuration Software from the menu
e Select Install DL32 V3.X from the menu
e Follow Prompts.
2. If Menu fails to Load
e Click the Start button on the Task Bar and select Run.
e Enter your CD drive letter, colon, backslash, DLL32V3, backslash, setup.exe
o (E.g., EA\DL32V3\setup.exe)


ftp://ftp.lantronix.com/pub/DeviceInstaller/

Run the DL32 V3.X Configuration Software (DL32V3)

¥ Configuration of the DL3500, DL4000, DL4500, and DL-PCI - May. 20, 04
Welcome to DL32 - Version 3.2
Tel: 888-387-3787 or 604-266-8547
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Exit DL32

DL32 Welcome Screen

Select DL.4500 Models and the Main Menu appears with only the Exit and Return
buttons enabled

Select the COM Port on your PC/Laptop connected to the DLL4500 and the
Operating Parameter and Testing Tools buttons become enabled.

F. D32 - Windows 32-bit Parameter Configuration Program

DI1.32 Configuration Program Main Menu

DL32 is now set to communicaie with the DL4500 via COR:

Online Operating Parameters

Configure/Open File Download FROM File Upload TO File

DataLink Testing Tools

Exit DL32 Return to Product Selection

DL32 Main Menu



Select DL Off-line Manager to bring up a “HyperTerminal” type console
Choose ‘6’ to display the firmware version. You should see the following

MAKE SELECTION (1-7) - 6
DL4S@8 Model: DLASBB-MEDH+-HModTCP/IP 1.88-HMar.83/784
SYSTEM: - Rev 1.85-Feb.11/84
Hetwork Type/Rev: AB-DH+ - Uer. 1.82 - Feb.05/704

MAKE SELECTION (1-7) -

ransfer Successfull!! WOTE!! If no A-OK appears in 15 secs, Hit <CR> to get A-OK in Monitor Screen!!

DL Monitor/Terminal Emulator window display firmware version

If you see something different then the firmware has to be updated. Goto the
Section on Updating Firmware of the DL4500.

Updating DL4500-MEDH+ operating Parameters
First choose Option ‘1’ to Restore the EEPROM to Factory Settings

_E‘ Datalink Monitor £ Terminal Emulator E“E| g|

Burn Flash System File Dehug Mode on Non-Flash Units 00:33:46

|IBI0S HMAMAGER for DL4SAO-EHET- Revision 1.681 Oct.45,83
(c) Equus Technologies. 2003

MATH MEHU

1 - Restore EEPROM to Factory settings
2 - WRITE new Firmware

3 - Memory DUHP
4 - OFF-LINE Diagnostics
% - DEBUG Hode

6 - FIRMWARE Uersion
7 - DHLINE

HAKE SELECTION {1-7) - 1
|Restore EEPROW to defaults (Y/H)?TY
*A—-0K= EEPROM RESTORED

ransfer Successfulll! NOTE!!! Ene A OK appears in 15 secs, Hit <CR> io get A-OK in Monitor Screen!!
Status Leds

DL Monitor/Terminal Emulator window Restore EEPROM to Factory settings

Click on Return to Main Menu Button



Click Configure/Open File button to setup online operating parameters

2. DL32 - Windows 32-bit Parameter Configuration Program E||E|E|

DIL.32 Configuration Program Main Menu
cow 1

Omnline Gperating Parameters

Configure/Open File Dovwnload FROM File Upload TO File

Datal.ink Testing Tools
DL Off line Manager
Exit DL32 Return to Product Selection

DL32 Main Menu

The DL4500-MEDH+ window appears. Click on the SET/CHANGE Modbus
Operating Parameters button to configure the parameters

+¥ Configuration of [DL4500-ME] - MAIN MENU A=l 3
Cuwrrent DL4500 Model Selecied
® DLA4500-Modbus/TCP to DH+

SET/CHANGE MODEUS OPERATING PARAMETERS

STATUS Click on " DOWNLOAD to DL" to download these parameters.

CONFIGURATION Settings M DOWNLOAD DL~

Configuration of the DL4500-MEDH+ Parameter Main Menu




The DL4500-MEDH+ Modbus Protocol Parameter Configuration screen
Enter the type of A-B PLC you are communicating to.

Enter from 1 to 8 different slots of the translation table.
The table maps Modicon Registers of any range (0x, 1x, 3x and 4x) to an A-B file and offset
inside your PLC. Please note that N files are used for the 4x registers (as shown below) , B files
for the Ox and 1x registers and F files are used for Floating Point numbers.
In the example below Registers 40001 to 40100 are mapped to file N7:0, and 40100 to 40200 to
file N13:0.

Click on the Accept Current Parameters button to return to the Main Menu

MODBUS PROTOCOL PARAMETER CONEIGURATION

MODEUS DEVICE TYPE

MODBUS PROTOCOL
(2 RTU O ASCH

MODEUS SLAVE PARAMETERS
|'A-B PLC TYPE |'ERDAD CAST MESSAGE

S5LC or
QOpLcs  QOPLC3 @Mimhgix D MO 0 YES

MODEUS TO A-B ADDRESS TRANSLATION TARLE

| MODICON START Register | | MODICON END Register | | A B STARTFile |
XXXXX XXXXX | FILE |
40001 40100 [ 7 | 0

40200 12 0|

e e e e ) ) e
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Reset to Slave Device Type Accept Cwrrent Parameters

Configuration of the Modbus Protocol Parameters Menu



Click on the Download to DL button to transfer parameters to the DL4500

¥ Configuration of [DL4500-ME] - MAIN MENU

Current DL4500 Model Selecied
) DL4500-Modbus/TCP to DH+

SET/CHANGE MODBUS OPERATING PARAMETERS

STATUS Click on " DOWNLOAD to DL" to download these parameters.

CONFIGURATION Settings .~ DOWHNL G AD o DL

Configuration of the DL4500-MEDH+ Parameter Main Menu

Click on the OK after pressing the Configure button on the DL.4500

PRESS THE CONFIGURE PUSHBUTTON Now 1t [X]

Press the Configure pushbutton on the DLAS00 MO
ONLY the 'CHA' AMD 'CHC' LED'S SHOULD BE RED!

Cancel |

Press Configure button window

Click on the OK after pressing the RESET button on the DL4500 to put the unit
back online.

Press Reset Button g|

1 ) Press the RESET Button of the Datalink to put it OM-LINE

After Download Complete - Press Reset button window



Notice the A-OK! in the status bar, the DL4500 is configured
Click on the Return to Main Menu button to return to the Main Menu

s¥ Configuration of [DL4500-ME] - MAIN MENU E]E|k]
Current DL4500 Model Selected
® DL4500-Modbus/TCP to DH+

SET/CHANGE MODBUS OPERATING PARAMETERS

STATUS A-OK! Transmission received hy DataLink

CONFIGTRATION Setiings ]l  Downloading Parameiers...

Configuration of the DL4500-MEDH+ Parameter Main Menu

You are done! Click on the EXIT DL32 button to exit the program

. DL32 - Windows 32-bit Parameter Configuration Program E”EWS__Q

DL32 Configuration Program Main Menu

Online Operating Parameters

Configure/Open File Dovwnload FROM File Upload TO File
DataLink Testing Tools
DL Offline Manager

Exit DL32 BEeturn to Product Selection

DL32 Main Menu



Setting up Modbus/TCP to RTU Bridge parameters.
The Lantronix Ethernet siettings have also to be set up with the following.

Use telnet xx.xx.xx.xx 9999 to access the Modbus TCP/IP settings where xx.xx.xx.xx
is the IP address of the DL4500.

Modbus/TCP to RTU Bridge
Serial Number 6315888 MAC address 00:20:4A:63:3E:10
Software version 01.4b4 (011013)

Press Enter to go into Setup Mode

After Pressing <ENTER> the following is displayed showing a summary of the
parameters

Model: Device Server Plus+! (Firmware Code:AM)

Modbus/TCP to RTU Bridge Setup
1) Network/IP Settings:

IP Address ................. 192.168.1.2
Default Gateway ............ --- not set ---
Netmask .......cccceenee. --- not set ---
2) Serial & Mode Settings:
Protocol .......ccceeeee. Modbus/RTU,Slave(s) attached
Serial Interface ........... 9600,8,N,1,RS232
3) Modem Control Settings:
DTR Output ................. Fixed High/Active
RTS Output ................. Fixed High/Active

4) Advanced Modbus Protocol settings:
Slave Addr/Unit Id Source .. Modbus/TCP header
Modbus Serial Broadcasts ... Disabled (Id=0 auto-mapped to 1)
Modbus/TCP pipeline ........ Enabled (new MB/TCP requests queued in FIFO)
MB/TCP Exception Codes ..... Yes (return 0x0A and 0x0B)
Char, Message Timeout ...... 00050msec, 05000msec

D)efault settings, S)ave, Q)uit without save
Select Command or parameter set (1..4) to change:

After Pressing <D> for setting the unit to Default settings the following is displayed

Modbus/TCP to RTU Bridge Setup
*>>> Resetting to factory defaults <<<*

D)efault settings, S)ave, Q)uit without save
Select Command or parameter set (1..4) to change:



After Pressing <2> for setting the units Serial and Mode settings. Make sure they
are set as follows. Hitting <ENTER> keeps them at their Defaults (shown in
brackets)

Attached Device (1=Slave 2=Master) (001)

Serial Protocol (1=Modbus/RTU 2=Modbus/ASCII) (001)

Interface Type (1=RS232 2=RS422/RS485+4-wire 3=RS485+2-wire) (001)
Enter serial parameters (9600,8,N,1) 115200,8,n,1

Modbus/TCP to RTU Bridge Setup
1) Network/IP Settings:

IP Address ................. 192.168.1.2
Default Gateway ............ --- not set ---
Netmask .........cceueee --- not set ---
2) Serial & Mode Settings:
Protocol ................... Modbus/RTU,Slave(s) attached
Serial Interface ........... 115200,8,N,1,RS232
3) Modem Control Settings:
DTR Output ................. Fixed High/Active
RTS Output ......oceeenee Fixed High/Active

4) Advanced Modbus Protocol settings:
Slave Addr/Unit Id Source .. Modbus/TCP header
Modbus Serial Broadcasts ... Disabled (Id=0 auto-mapped to 1)
Modbus/TCP pipeline ........ Enabled (new MB/TCP requests queued in FIFO
MB/TCP Exception Codes ..... Yes (return 0x0A and 0x0B)
Char, Message Timeout ...... 00050msec, 05000msec

D)efault settings, S)ave, Q)uit without save
Select Command or parameter set (1..4) to change:

After Pressing <Q> for Quit the unit is configured and the following is displayed

Parameters saved, Restarting ...
Connection to host lost.

Press the RESET Button on the DL4500 and you are ONLINE.



Updating Firmware of the DL4500 to Modbus TCP/IP.

Press option 2’ off the Main Menu
Enter ‘Y’ to confirm you want to proceed
2. DataLink Monitor / Terminal Emulaton g|§|@

Burn Flash Sysiem File Debug Mode on Non-Flash Units 00:08:59

BIDS HMANAGER for DL4SAB-EMET- Revision 1.81 Oct.15,83 -
(c) Equus Technologies. 2083

MATH HEHU

1 - Restore EEPROHM to Factory settings
2 - WRITE new Firmware

3 - Memory DUHP
4 - OFF-LIHE Diagnostics
% - DEBUG Mode

6 - FIRMWARE Version
7 - DHLIHE

MAKE SELECTION (1-7) - W
This =*WILL* overwrite DATALINK system code enter (Y/N) to proceed ¥
ERASING FLASH, PLEASE WAIT...

SEND FIRMWARE TEXT FILE HOW...

(Cancellation of file iransfer io DataLink

Status Leds

DL Monitor/Terminal Emulator window

When the Send Firmware Text File Now.... Message appears..
Click on Burn Flash System File button

_E' Datal ink Monitor £ Terminal Emulator E”Elg|

Burn Flash System File Debug Mode on Non-Flash Units 00:00:50

DL Monitor/Terminal Emulator window showing Burn Flash System File button

This warning message will appear.. Click Yes..

DE4500 MUST be in the correct mode!! X

BURMNING A FLASH S¥STEM FILE

You must First select the WRITE SY¥STEM FILE Option in the DL OFf-Line Manager,
and Press "'ES, before dicking the BURN 3¥STEM FILE button,

Has this already been done?

Warning message window



This Dialog Box will open so you can find the appropriate .txt file and then select it,
and click open

Send Flash System Text File

Look jn: |_) M odbus j L] |‘=_°F Ef-
- 1

B

ty Recent
Daocuments

=

Desktop

\$

My Documents

@

My Computer
Q File name: DL4500_MODBUS. TXT ~| Open |
by Metwork,  Files of lupe: |Fla$h Test Files [* TXT] j Cancel
Places

[ Open az read-anly

Open File selection Dialog window

Once the firmware is updated and the progress meter gets to 100 % the A-OK
message should appear in the window.
Then select option ‘6’ to ensure the ModTCP/IP version has been loaded.

_E‘ Datalink Monitor £ Terminal Emulator, El |§|El

Burn Flash System File Debug Mode on Non-Flash Units | Time Connecied: | 00:23:53 |

5 - DEBUG Hode A

6 - FIRMWARE Uersion
7 - OHLIHE

MAKE SELECTIOH (1-7) - U
This *=WILL* overwrite DATALIHK system code enter (Y/H) to proceed ¥
|[ERASING FLASH, PLEASE WAIT...
SEND FIRMWARE TEXT FILE HOW...
=A-0K* BURN COMPLETE?
MAKE SELECTIOH (1-7) - &
DL4566 Model: DL4S@8-MEDH+-HodTCP/IP 1.88-Har.83/84
SYSTEM: - Rev 1.85-Feb.11/84
Network TypesRev: AB-DH+ - Uer. 1.82 - Feb.85/84

HMAKE SELECTION {(1-7) - |

ransfer Successfull!! NOTE!! If no A- OE appears in 15 secs, Hit <CR> to get A- OK in Monitor Screen!!
Status Leds

DL Monitor/Terminal Emulator window




Updating Firmware of the Lantronix Ethernet interface in the DL4500
to Modbus TCP/IP.

Click the Start button on the Task Bar and select Programs \Device
Installer\Devicelnstaller. The Device Installer window displays.

¥ Devicelnstaller |Z||E|E|
File Edit ‘ew Tools Help
IP | Q
Eeer E3 * 5
IF Address Hardware Addresz |Name Group Firrnwar a
b 00-20-44-63-3E-10 1.00
192168.1.2 (00-20-44-63-3E -5, 1.00
192 168.1.2 [00-20-44-68-CF-97 1.00
192168.1.2 00-20-44-63-3E-12 1.00
192168.1.2 00-20-44-63-3E -DF 1.00
192168.1.2 (00-20-44-63-3E - 74, 1.00
192168.1.2 00-20-44-63-3E-73 1.00
192168.1.2 00-20-44-63-3E-77F 1.00
192168.1.2 (00-20-44-53-3E -0, 1.00
192 168.1.2 00-20-44-63-3E-B3 1.00
4 | an
Dizplay Group: |,{-.,|| j E it

Devicelnstaller window

: : : i . :
Click the Upgrade Firmware icon. ;. The Upgrade Frimware window displays.

Bl Upgrade Firmware @

Target

Enter IP Address |152_1E;8,1_2
ar Mame:

E xizting Firmmware;

Standard Tunnel

1AP DF1 kulti-bd aster
|&4P bodbus Bridge
P/ File: 14F Standard Tunnel

Source

Cancel Upgrade P File ‘

Upgrade Firmware window

Enter the IP address of the DL4500 (192.168.1.2 for example). Choose IAP DF1 Multi-
Master as the existing firmware type.

Click on the Folder Icon by the FW (Firmware) File J to select the source file. The
Open file window displays.



Lok jr: |l'f} Firrvivware ﬂ = Bl

Standard Tunnel aqd100.rom
Modhus AMD1 44 ROM

My Recent LT®45.ROM

Diemumsits DF1 Multi-master ad0100.ram

T
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&

=

=

e )

! =]
@ U
< ’
5 »

o]

]

iz

ky Computer
File name: |M0dbus AMOT44 ROM j Open |
My Metwork  Files of bype: |ROM Files - ROM) | Cancel
Places
[ Open as read-only
Open file window

Choose the Modbus AM0144.ROM file from its location on the CD or hard drive. The
Upgrade Firmware window reappears.

i Upgrade Firmware D_<|

Target

Enter IF Address [192.168.1.2
or M ame:

Esisting Fimware:  [14P DFY Mubibaster v |

Source

P File: |C:\Proglam Files\Devicelnstalle\Fir (=

Cancel

Upgrade Firmware window

Click on the Upgrade FW file button and wait till the Information window appears.

Information EI

File uparade successfull

Information window

Click on the OK. Exit out of the device Installer. Update the parameters as shown above,
and Reset the DL4500 to put it online.



